TANKS

§ plastic’

HORIZONTAL
UNDERGROUND TANKS

View: W

Material:
PEHD

Colour(s):
Black

Documents

IBDiM technical approval National
Declaration of Performance
National Declaration of Performance
Hygienic approval (issued by the
National Institute of Hygiene (PZH))
for tanks potable water

Technical description

HORIZONTAL UNDERGROUND TANK BACKFILL: 1.5
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CODE TYPE [ms] [mm] [m]
044 005 15 75 5 1000 6.6
044 008 15 Z8 8 1200 7.3
044 01015 Z10 10 1400 6.9
044 012 15 712 12 1500 7.2
044 015 15 Z15 15 1600 7.8
044 020 15 720 20 1600 10.3
044 02515 225 25 1600 12.8
044 030 15 730 30 1800 12.2
044 03515 735 35 2000 11.5
044 040 15 740 40 2000 13.1
044 045 15 Z45 45 2200 12.3
044 050 15 Z50 50 2400 11.5
044 060 15 760 60 2500 12.7
044 070 15 Z70 70 2500 14.8
044 080 15 280 80 2600 15.6
044 090 15 290 90 2800 15.1
044 100 15 2100 100 3000 14.7

The above table contains standard sizes.
Custom sizes / dimensions are also available.

Structure: A-A

hwy
=

L

lc

top view

@
©

T




